XRC 15 WINCH
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ACCESSORIES

Roller Fairlead

Winch Hook

LINE SPEED / AMP DRAW (FIRST LAYER)

Remote Control

Rated Line Pull: 150001Ibs (6803kgs)

Motor: 6.6hp Series Wound

Control: Remote Switch, 12’ (3.6m) lead
Gear Train: 4-Stage Planetary

Gear Ratio: 397:1

Clutch: Sliding Ring Gear

Brake: Automatic In-The-Drum

Drum Size: Diameter3.62” 96mm)

Cable: Dia 1/2" (12.7mm) x 98.425'(30n
Fairlead: 4-Way Roller

Remote Control: Included

Recommended Battery

650CCA Minimum for Winching

Battery Leads:

25mm2, 72°(1.83m)1

Finish:

Black

Ibs No 2000 | 4000 | 6000 | 8000 10000| 12000 | 15000
Line Pull | kg Load | 907 | 1814 | 2722 | 3629| 4532 | 5440 | 6800

ft/min | 235 | 12.8 | 105 |94 |74 |6.3 5 3.6
Line Speed m/min | 7.2 3.9 32 |29 |23 |19 15 11
Motor Amps | 65 120 | 165 | 215 | 270 | 320 370 450

Weight:

132 Lbs (59Kgs)

15,000 Ibs. LINE PULL AND CABLE CAPACITY|

Mounting Bolt Pattern:

10" 254mm x 4.5” 114.3mm

XRC-15 SERIES WINCH

PART#

‘ XRC 15,000 LBS WINCH SYSTEM | 97215 ‘
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Layers of cable 1 2 3 4
Rated line pull Ibs 15000 12550 10638 9320
per layer kg 6800 | 5688 | 4820 | 4200
Cumulative cable | ft 20.4 | 46.0 | 75.0 | 92.0
capacity m 6.2 14.0 | 23.0 | 28.0
HNN 46'5+# .8&X 1/2610X
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