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XRC 4 WINCH

ACCESSORIES

/
Rated Line Pull: 4000LBS
Winch Motor: 4.1hp Permanent Magnetic Motor LINE SPEED / AMP DRAW (FIRST LAYER)
Control: Remote Switch, 11.5’ lead Ibs - o555 | e | 200 aamg Roller Fairload
e Tt SRS PETERY LinePull | kg | Load 454 | 907 | 1360 1816 /
Gear Reduction Ratio: 198:1 f/min | 160 | 105 |92 |72 |49
Braking Action: Automatic in drum Line Speedm/min | 49 |32 |28 |22 |15
Drum Size: 1.97" (50mm); L 2.95" (75mm) Motor Amps | 17 70 105 | 135 | 180
Cable Dia 6.0mm x 10.0m 4,000 Ibs. LINE PULL AND CABLE CAPACITY
Fairlead: 4-Way Roller Fairlead Layers of cable 1 2 3 4 Mounting Plate
Remote Control: Included Rated line pull lbs | 4000 | 3235 | 2700 | 2325 /
Battery: 175CCA min. for winching per layer kg 1816 | 1460 | 1225 | 1055
Battery Leads: 6mm2 x 1.8m Cumulative cable | ft 6.6 14.1 | 23.6 | 32
Finish: Black capacity m 2.0 4.3 7.2 10
Weight 17 Ibs
Overall Dimensions: (LxWxH) 336mm x 114mm x 76.5mm Remote Control
Mounting Bolt Pattern:  4.9" x 3.0" /
XRC-4 SERIES WINCH PART#
‘ XRC 4,000 LBS WINCH SYSTEM 97204 ‘

Handle Bar Control
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