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Important Notes Before Starting 

Thank you for choosing Smittybilt accessories for your vehicle. If you would like to view our full range 

of available accessories, please visit us at www.smittybilt.com 

Carefully read through this entire instruction manual thoroughly before attempting to install this part. 

Please refer to the vehicles ownerôs manual for roof or bed weight capacity (include weight of rack). 

Refer to the product manual for roof or bed rack weight capacity. Check that all fasteners are 

properly torqued after installing a roof or bed rack and driving a short distance. Fasteners should be 

checked regularly before loading roof or bed rack. Fasten loads securely and evenly distribute loads 

across the rack. Lower the center of gravity of all loads as much as possible. Wind can affect driving 

sensitivity with racks.  

Serious injury can occur when working on vehicles alone. 

When possible, work with another person to reduce risk of injury from strain or other dangers that 

can occur when working alone. 
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TOOLS REQUIRED 

Metric Wrench Set Metric Socket Set Socket Wrench 

Torque Wrench   

{κ. нтфр {κ. прфм {κ. муслс {κ. прол {κ. прлр 
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Installation Instructions 

Step 1: Set-Up 

Open the box containing your Smittybilt Quick Release Mounts and check all parts and hardware 
against the Bill of Materials outlined on the first few pages of these instructions. If anything is missing, 
contact Smittybilt factory technical support.  

Park vehicle on a flat, level surface and apply the parking brake. Decide if the tent will open to the 
driver side or passenger side of the vehicle. If mounting to a roof rack, decide if the Quick Release 
Mounts will pivot towards the front, rear, or one side of the vehicle. If mounting to a bed rack, adjust 
your bed rack rails forward or backward with enough space between to mount your tent with enough 
room for the tent to pivot towards the cab. 

 

NOTE: In these instructions we mount a Smittybilt roof                                                                              
top tent, but these mounts can be adapted to any                                                                      
accessory youôre mounting, such as this Smittybilt 91L                                                                   
GearPack Hard Protective Case. 

  

 Step 2: Mounting the Quick Release Pins 

Mount the quick release pins to the A 
brackets (2).  

 

Place the quick release pin housing through 
the appropriate hole on the A bracket and 
secure it with the pin housing nut.  

 

Screw the quick release pin into the housing 
and tighten down the jam nut. 

  

 Step 3: Mounting the Quick Release Pins 

Measure the distance between the tent 
mounting tracks, center to center.  

 

Each pair of bracket will be mounted the 
same distance apart, center to center, as the 
tent mounting tracks. 

aŜŀǎǳǊŜ ŘƛǎǘŀƴŎŜ 
ŎŜƴǘŜǊ-ǘƻ-ŎŜƴǘŜǊ 
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 Step 4a: Mounting the A and B brackets on a 

Bed Rack 

Using either 1) the 20mm / 25mm M8 bolts 
and hardware or 2) the 50mm M8 bolts, 
hardware, and metal straps, mount the A 
brackets (2) on the rail closest to tail gate and 
the B brackets (2) on the rail closet to cab .  
 
Mount each set of brackets the same 
distance apart, center to center, as the 
measurement from Step 3. Donôt tighten the 
mounting hardware completely. 

  

 Step 4b: Mounting the A and B brackets on a 

Roof Rack 

If mounting to a SB Defender Roof Rack, use 
the 20mm M8 bolts, lock washers, flat 
washers, and channel nuts. For other roof 
racks, use either 1) the 20mm / 25mm M8 
bolts and hardware or 2) the 50mm M8 bolts, 
hardware, and metal straps.  
 
Mount the B brackets (2) towards the end of 
the rack where you would like the pivot to be  
and the A brackets (2) towards the opposite 
end. 
 
Mount each set of brackets the same 
distance apart, center to center, as the 
measurement from Step 3. Donôt tighten the 
mounting hardware completely. 

  

 Step 5: Rubber Bumpers 

Screw a jam nut onto each rubber bumper. 
Screw each rubber bumper completely into 
the welded nut on the C and D brackets. 

 

5 .ǊŀŎƪŜǘ ŦƻǊ ǊŜŦŜǊŜƴŎŜ 
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. .ǊŀŎƪŜǘǎ 
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 Step 6: Mount the C and D brackets on the tent 

Mount the D brackets all the way to one end 
of the tracks on the end of the tent where you 
would like it to pivot. Tighten D bracket 
hardware completely.  

Next, mount the C brackets the same 
distance apart from the D brackets, center to 
center, as the A brackets are from the B 
brackets. Donôt tighten the mounting 
hardware completely. 

  

 Step 7: Mounting the Tent to the Bed/Roof 

Rack 

With some help, lift the tent onto your bed 
rack or roof rack.  
 
Slide the tabs on the D brackets into the slots 
on the B brackets.  
 
Adjust the B brackets as necessary to line up 
with the D brackets and then lower the tent 
down.  
 
Clip the carabiners into the hole in the tab on 
the D brackets to keep the D brackets from 
coming out of the B brackets. 

  

Congratulations! Your installation is now complete.  

Installation Instructions 

/ .ǊŀŎƪŜǘǎ 5 .ǊŀŎƪŜǘǎ 
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 Step 8: Mounting the Tent to the Bed Rack 

With the tent lowered down, latch the C 
brackets onto the A brackets with the quick 
release pins.  
 
Adjust the A and C brackets and the rubber 
bumpers as necessary so that the quick 
release pins line up with and latch smoothly 
into the appropriate holes on the C brackets.  
 
The pins should slide against the ramped 
edge on the C brackets as the tent is lowered 
so that they will latch without having to 
manually pull the T-handle out. The pins 
should also not feel ñstuckò in the holes on the 
C brackets when pulling the T-handle out. 
 
NOTE:  A lock can be used in the hole to the 
right of each quick release pin while the tent 
is latched. 

  

Step 9: Final Adjustments 

Make final adjustments necessary to ensure the tent isnôt mounted crooked, there is 
adequate space to pivot the tent up, and all brackets and pins line up correctly. Tighten all 
hardware to the specifications outlined at the end of these instructions. 


