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Smittybilt, 400 W Artesia, Compton, CA  90220 
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JL HD PIVOT 
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NOTE: Carefully read entire instructions thoroughly before attempting to install this part.  

NOTE: Park the vehicle on a flat, level surface and engage the parking brake.  

(Part # SB7743) 

Parts Included SB7743 Qty ID 

31-401TU007 14MM WHEEL LUG 2 1 

84-401TU008 LICENSE PLATE BRACKET A 1 2 

84-401TU033 WHEEL MOUNT, STATIONARY BRACKET 1 3 

84-401TU034 WHEEL MOUNT, ADJUSTABLE BRACKET 1 4 

84-401TU052 TIRE CARRIER MOUNT 1 5 

84-401TU053 CAST HD PIVOT HINGE DUCTILE IRON 1 6 

84-401TU054 CAST HD REINFORCEMENT PLATE CAST 
ALUMINUM 

1 7 

84-401TU055 REINFORCEMENT BRACKET 1 8 

84-401TU056 BRAKE LIGHT BRACKET B .125 STEEL 1 9 

97-401TU059 LOGO PLATE .075 SST 1 10 

84-401TU074 BRAKE LIGHT BRACKET .075 STEEL 1 11 

84-401TU078 BOLT PLATE 2 12 

90-401TU058 LIMIT ARM BUMPER 1 13 

84-401TU075 LIGHT MOUNT CLIP .075 STEEL 2 14 

90-7743-01 HARDWARE PACK 1  

M10(1.5) X 55MM HEX SOC CAP SC GR 10.9 ZINC 4  

M10 FL WSHR DIN 125 ZINC 4  

90-7743-02 HARDWARE PACK 1   

M8(1.25) X 35MM HEX SOC CAP SC GR 10.9 BLACK 
ZINC 

8   

M8 FL WSHR DIN 125 ZINC 8   

90-7743-03 HARDWARE PACK 1  

M10(1.25) X 30MM HEX SOC CAP SC GR 10.9 BLACK 
ZINC 

4  

Parts Included SB7743 Qty ID 

M10 FL WSHR DIN 125 ZINC 8   

M10 NYLOCK NUT GR 10.9 ZINC 4   

M12 FL WSHR DIN 125 ZINC 4   

M12 NYLOCK NUT GR 10.9 ZINC 4   

M6(1.0) X 20MM HEX SOC CNTRSUNK SC GR 
10.9 BLACK ZINC 

2  

90-7743-04 HARDWARE PACK 1   

M6(1.0) X 14MM BUTTON SOC CAP SC ALLOY 
BLACK ZINC 

2   

M6(1.0) X 18MM BUTTON SOC CAP SC ALLOY 
BLACK ZINC 

2   

M6 FL WSHR DIN 125 ZINC 6   

M6(1.0) NYLOCK NUT GR 10.9 BLACK ZINC 2   

M14(1.5) X 16MM HEX SOC CAP SC ALLOY 
BLACK ZINC 

2   

M14 FL WSHR DIN 125 ZINC 2   

90-7743-05 HARDWARE PACK 1   

M12 X 75MM SHOULDER SCREW, M10(1.5) 
THREAD, SSTL 

2   

M12 OILITE BRASS BUSHING 4   

M4(0.7) X 15MM SET SCREW, GR 10.9 2   

90-7743-06 HARDWARE PACK 1   

M8(1.25) SPINNING WASHER NUT GR 10.9 ZINC 6   

90-7743-07 HARDWARE PACK 1   

M4(.7) X 12MM BHCS SSTL  4   

90-60714 HARDWARE PACK 1  

1/2ò (12MM) PUSH IN HOLE PLUG 2  
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NOTE: Carefully read entire instructions thoroughly before attempting to install this part.  

NOTE: Park the vehicle on a flat, level surface and engage the parking brake.  

Parts Included SB7745 Qty ID 

84-401TU053 CAST HD PIVOT HINGE  1 1 

84-401TU054 CAST HD  
REINFORCEMENT PLATE  

1 2 

84-401TU055 REINFORCEMENT  
BRACKET  

1 3 

97-401TU059 LOGO PLATE  1 4 

90-401TU058 LIMIT ARM BUMPER  1 5 

84-40TU013 RELOCATION SPACER  1 6 

SB7721 SPARE TIRE RELOCATION 
BRACKET 

1 7 

90-7743-01 HARDWARE PACK  1  

M10(1.5) X 55MM HEX SOC CAP SC GR 
10.9 ZINC  

4  

Parts Included SB7745 Qty ID 

M10 FL WSHR DIN 125 ZINC  4  

90-7743-05 HARDWARE PACK 1  

M12 X 75MM SHOULDER SCREW, M10
(1.5) THREAD, SSTL 

2  

M12 OILITE BRASS BUSHING  4  

M4(.7) X 15MM SET SCREW, GR 10.9  2  

90-7743-06 HARDWARE PACK  1  

M8(1.25) SPINNING WASHER NUT GR 
10.9 ZINC 

6  

90-7743-07 HARDWARE PACK  1  

M4(.7) X 12MM BHCS SSTL  4  

(Part # SB7745) 
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NOTE: Carefully read entire instructions thoroughly before attempting to install this part.  

NOTE: Park the vehicle on a flat, level surface and engage the parking brake.  

Parts Included SB7746 Qty ID 

84-401TU053 CAST HD PIVOT HINGE 1 1 

84-401TU054 CAST HD REINFORCE-
MENT PLATE 

1 2 

84-401TU055 REINFORCEMENT 
BRACKET 

1 3 

97-401TU059 LOGO PLATE 1 4 

90-401TU058 LIMIT ARM BUMPER 1 5 

84-40TU013 RELOCATION SPACER 1 6 

90-7743-01 HARDWARE PACK 1  

M10(1.5) X 55MM HEX SOC CAP SC GR 
10.9 ZINC 

4  

M10 FL WSHR DIN 125 ZINC 4  

Parts Included SB7746 Qty ID 

90-7743-05 HARDWARE PACK 1  

M12 X 75MM SHOULDER SCREW, 
M10(1.5) THREAD, SSTL 

2  

M12 OILITE BRASS BUSHING 4  

M4(.7) X 15MM SET SCREW, GR 10.9 2  

90-7743-06 HARDWARE PACK 1  

M8(1.25) SPINNING WASHER NUT GR 
10.9 ZINC 

6  

90-7743-07 HARDWARE PACK  1  

M4(0.7) X 12MM BHCS SSTL  4  

90-60714 HARDWARE PACK  1  

1/2ò (12MM) PUSH IN HOLE PLUG 2  

(Part # SB7746) 
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INSTALLATION: 
 
Step 1:  Remove the spare tire from OE tire carrier. Consult your ownerôs manual if     

necessary. 
 
Step 2:  Open tailgate. Use a plastic pry bar to carefully remove the rear interior panel 

(Fig. A & B). Start from the latch side and set aside once removed. Once the   
panel is removed, carefully disconnect the brake light (black connector in middle). 
Pull the red locking tab outwards. Squeeze the retaining tab while pulling the  
connecter apart. The camera wiring harness (white connector on top) does not 
have a locking tab and is disconnected the same way.  

  Do not pull directly on wiring (Fig. C). 

Fig. A 

Fig. B 
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Step 3:  From the outside of the tailgate, gently remove the wiring grommet. Feed the    
disconnected wiring harness through the hole on the tailgate (Fig. D).  

 
WARNING: Remove wiring harness completely from the OE tailgate, through the        

  exterior hole. Failure to do so may result in damage to the wiring harness. 

Fig. C 

Fig. D 
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Step 4:  Use a 13mm socket to remove the eight (8) OE M8 bolts holding the tire carrier 
to the tailgate (Fig. E). 

Step 5:  Remove the two (2) rubber anti-rattle bumpers from the tailgate by pulling the 
nipple on the inside of the tailgate (Fig. F) whilst pulling and twisting harder on 
the outside (Fig. G). 

Fig. E 

Fig. F 
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Step 6:  Insert the two (2) push in plugs Hardware Pack (60714) into the two anti-rattle 

holes     (Fig. H). The plug will snap into place with the outer edge flush to the 
door when properly installed.  

 

Fig. G 

Fig. H 
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Step 7:  Use a T40 torx tool to remove the three (3) screws from lower trim piece (Fig. I). 

 
Step 8:  Remove passenger rear quarter panel by removing the screw from the forward 

part of the plastic (Fig. J). Pry the seatbelt escutcheon (Fig. K). If applicable    
unplug the wire harness (Fig. L). Then remove corner panel. 

Fig. I 

Fig. J 
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Step 9:  With a 10mm socket, remove the bolt securing the passenger tail light (Fig. M). 
Disconnect tail light by pulling out the red tab and pressing the black tab. Then 
pull the connector (Fig. N). 

 
 

Fig. K 

Fig. L 
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Step 10: Very Carefully remove and save sticker covering hinge bolts.  
 
Step 11: Close the door make sure door is completely latch. 

Fig. M 

Fig. N 
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Step 12: With a 13mm socket, remove the three (3) bolts from each hinge plate (Fig. O). 

Step 13: With a T55 torx Socket, remove the four (4) bolts securing the hinge to the      
tailgate (Fig. P). 

Step 14: If your HD Pivot Bracket is pre-assembled, continue on Step 18; If not continue 
on Step 15. 

Fig. O 

Fig. P 
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Step 15: Install the 4 bronze bushings to the reinforcement plate (Fig. Q). 

Step 16: Install the pivot hinge to the reinforcement plate by installing the two (2) M12 shoulder 
bolts M10 (1.5) thread (Fig. R). One in the top and one in the bottom. Add blue Loc-
tite. Torque to 45ft-lbs. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Step 17: Install the set screw in the top and bottom of the pivot hinge. Add blue Loctite. See 

(Fig. R-a). 

Fig. Q 

Fig. R 



For Technical Support/Warranty Information please call 310-762-9944 
 

Smittybilt, 400 W Artesia, Compton, CA  90220 

Installation Instructions:  
(Part # SB7743,SB7745, SB7746) 

JL HD PIVOT 

Revised 11.25.19 

 
 
 
 
 
 
 
 
 
 

Step 18: Install HD pivot assembly. Start by inserting the pivot hinge to the OE hinge loca-
tion. Use M10 (1.5) X 55 bolt and washer to secure the HD bracket to the tail-
gateôs original hinge location (Fig. S).  

 

Step 19: In the inside of the quarter panel secure hinge pivot ears with the OE hardware 
removed previously. Torque to 23ft-lbs (Fig. T). Place the stickers previously  
removed on Step 10. 

  
NOTE:  If the stickers have suffered any dame please reorder new ones. These are very  
   important as they keep carbon monoxide from entering the cabin.  

Fig. R-a 

Fig. S 
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Step 20: Insert the reinforcement bracket in the passenger tail light hole. Secure the rein-
forcement bracket using (6) OE bolts and (6) M8 spinning washer nuts (Fig. U). 

Step 21: If installing kit # SB7743 continue in Step 22. 
 
  If installing kit # SB7745 continue in Step 39. 
 
  If installing kit # SB7746 continue in Step 50. 

Fig. T 

Fig. U 
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Step 22: Place the OE tire carrier face up on a clean work area. With a Torx bit remove the 
seven (7) screws securing the backplate to the 3rd brake light frame (Fig. V).  

 
Step 23:  Remove the two (2) Torx screws securing the 3rd brake light to the frame. Carefully 

unplug the harness from the 3rd brake light and remove the harness from the back-
plate (Fig. W). Set the OE 3rd brake light aside for reinstallation later. 

Fig. W 

Remove wiring harness 
from backplate 

Torx screws 

3rd brake light 
harness plug 

Fig. V 

7 qty. Torx screws 
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Step 24: Turn the OE tire carrier over and carefully remove the camera cord cable tie from 
the lug bracket (Fig. X). Turn the carrier right side up, remove the two (2) torx 
screws on either side of the camera cone that secures the lug bracket. Save these 
screws for reinstallation (Fig. Y). Push the lug bracket out of the carrier, being 
careful not to damage the camera cord.  

Fig. Y 

Remove Torx 
screws 

Fig. X 

Remove cable tie 
from lug bracket Camera 

cord 

Lug 
bracket 
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Step 25:  With the tire carrier lying flat on your clean work surface, use a heat gun in a slow 
circular motion, to warm up the lower half of the camera cone (Fig. Z).  

 
  Be very careful to not apply heat anywhere near the camera or its lens! 
 
  After about 3 minutes, check the temperature at the base of the nose cone. It 

should  be hot enough that it is uncomfortable to touch for longer than 5-10      
seconds, if not repeat this step. 

Step 26: Turn the tire carrier over, with (2) small pry bars on opposing sides and moderate 
  force, pry up on the camera housing flanges without pinching camera cord        
  (Fig. AA). If the base of the nose cone is heated sufficiently, the camera housing  
  should pop out. If this doesnôt happen within 10-20 seconds, repeat Step 25. 

Fig. Z 

Camera lens 

Only apply heat 
to the lower 
half  of cone 

Camera housing 

Fig. AA 

Camera 
cord 

Pry upwards 


