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Important Notes Before Starting 
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For Technical Support / Warranty Information please call 800-776-0767 EXT 1317 
Smittybilt, 400 W Artesia, Compton, CA 90220 

Carefully read through this entire instruction manual thoroughly before attempting to install this part. 

Serious injury can occur when working on vehicles alone. 

When possible, work with another person to reduce risk of injury from strain or other dangers that 

can occur when working alone. 

Jeep JK, JL, JT                         REV 9-7-2022 
S/B77892  

The following tools will be required to complete the installation of this part: 

TOOLS REQUIRED 

Metric Socket and Wrench Set 

Drill Motor, 9/16ò bit, Torque Wrench 

Blue Loctite* or Similar Thread-locker Compound 

Thank you for choosing Smittybilt accessories for your vehicle  If you would like to view our full 

range of available accessories, please visit us at www.4wheelparts.com 
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Box Contents & Technical Information 

 

SB612923 Bumper Assembly 

BUBBLE DESCRIPTION 
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Hardware Packs 

 

Box Contents & Technical Information 
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Installation Instructions: Disassembly 

Step 1: Check box contents 

Open the box containing your new Atlas Bumper, check all parts against the Bill of Materials 
outlined in the ɲrst pages of these instructions.  
ϥf anything is missing, contact Smittybilt Technical Support immediately.  

Step 2:  Apply the parking brake and chock all 4 tires. 
 
Step 3:  Open the hood and disconnect the battery. 

Step 4: Remove the screws (Fig A.) securing the skid plate to lower frame horns  

Step 5: With a panel tool, locate and re-
move the plastic rivets along the front 
edge (Fig B.) securing the skid plate to the 
bumper 

{ǘŜǇΥ р 

{ǘŜǇΥ п 

A 

Note: This install was performed on a Jeep JL. ϥnstalls on JK and JT 
Gladiators will be very similar,  

B 
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Installation Instructions: Disassembly 

Step 7: On the Passenger side frame, behind 
the bumper, locate and disconnect the  
Bumper Harness Connector (Fig A.)  

{ǘŜǇΥ с 

{ǘŜǇΥ т 

Step 6: Some models have optional beauty trim between the bumper and grille, go ahead and 
remove this by removing the plastic rivets securing it to the top of the frame rail. ϥt will not be 
re-used 

A 
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Installation Instructions: Disassembly 

A 

Step 8:  
 
Ʉ18+ JL & JT Behind the bumper, unbolt 
and remove the frame reinforcement 
brackets from both sides of the frame 
horns (Fig A.)  
 
JK does not have these reinforcement 
brackets,  remove the (4 qty) bumper 
mounting nuts on each frame horn. 
 
Carefully remove the  bumper from the 
vehicle and place on a packing blanket or 
similar soft surface to prevent scratches.  

{ǘŜǇΥ у 

Step 9: Some models have an optional skid/backing plate bolted to the lower frame horns be-
hind the factory bumper.  Remove the bolts (Fig B.) securing it and set aside, it will not be re-
used. 

{ǘŜǇΥ ф 

B 
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Installation Instructions: Disassembly 

Step 10: There is a multitude of diϜerent factory bumpers, some have backing panels and oth-
ers do not. Use a 7mm socket or Pry Tool to remove the screws or plastic rivets securing the  
back panels on your OE bumper. 

Step 11: Remove the OE plastic push rivets and any remaining screws. Remove the OE back 
panels from the OE front bumper.  

{ǘŜǇΥ мм 

 

{ǘŜǇΥ мл 
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Installation Instructions: Disassembly 

Step 12: ϥf OE bumper is equipped with 
fog lights, mark or make note of their 
location and which side is up. Discon-
nect the wiring harness and remove 
the (2-4) screws securing the fog lights 
to the bumper Set the lights aside for 
reinstallation into new bumper.  
Disassemble the bumper as needed, to 
remove the wiring harness from the 
bumper, this will be re-used in your 
new bumper in a later step. 

{ǘŜǇΥ мн 

A 

NOTE:  Depending on trim level, there are three diϜerent styles of OE fog/driving lights. This kit 
includes adapter brackets for styles A and B, style C is direct bolt in. 

B C 
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Step 13:  ϥf you have Style A lights, locate 
the horseshoe shaped JK Bracket (Fig A.) 
Using the supplied M4 hardware, attach the  
bracket to the OE light and the bumper, 
making sure that it is in the same upright 
conɲguration as it was in the OE bumper. 
Tighten and torque M4 hardware to 3ft-lbs. 

{ǘŜǇΥ мо 

 

Installation Instructions: Bracket Installation 

Step 14: ϥf you have Style B lights, locate the 
long skinny JL/JT Bracket (Fig B.) Using the 
supplied M4 hardware, attach the  bracket 
to the OE light and the bumper, making sure 
that it is in the same upright conɲguration 
as it was in the OE bumper. 
Tighten and torque M4 hardware to 3ft-lbs 

{ǘŜǇΥ мп 

Step 15: ϥf you have Style C lights, no brack-
ets are needed, attach the lights to the 
bumper,  using the supplied M4 hardware 
(Fig C.) making sure that it is in the same 
upright conɲguration as it was in the OE 
bumper. 
Tighten and torque M4 hardware to 3ft-lbs 

{ǘŜǇΥ мр 
 

A  

B 

C 
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A 

 

Installation Instructions: Cradle Installation 

Step 16:  Locate the new Winch Cradle.  Using (4 qty) M10x30x1.25 bolts, Locknuts and (8 qty) 
Washers, mount it to the frame horns using the inner mounting holes (Fig A.)  
Adjust and center the cradle, tighten the mounting bolts to 75ft-lbs.  
With the Winch Cradle tightened down, drill out the outer mounting holes (Fig B.) to 9/16ɉ.  
De-bur and coat the exposed metal with a zinc rich paint to prevent rust. 

{ǘŜǇΥ мс 

Step 17: There are mounting tabs at the 
back of the winch cradle, (Fig C.)  these will 
be bolted to the lower frame horns.  
On JL and JT, there is a gap between this 
mounting tab and the frame horn, on JK 
there is not.  
ϥn the supplied hardware kit, locate (2 qty) 
M10x35x1.25 bolts, Washers.  
Pass & Drvr Nut Plates (page 3 bubble 7, 8) 
JL & JT owners, locate (2 qty) Filler Plates 
(page 3 bubble 9)  
ϥnstall the Nut plates down the inside of 
the lower frame horn (Fig D.) insert the Fill-
er Plate if necessary and secure with the 
M10 hardware. When satisɲed with ɲtment, 
tighten & torque this hardware to 45ft-lbs. 

{ǘŜǇΥ мт 

B 

C 

D 


