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Important Notes Before Starting 

Thank you for choosing Smittybilt accessories for your JEEP  JL/JT. If you would like to view our full 

range of available accessories, please visit us at www.smittybilt.com 

Carefully read through this entire instruction manual thoroughly before attempting to install this part. 

Please refer to the vehicles ownerôs manual for roof weight capacity (include weight of rack). Check 

that all fasteners are properly torqued after installing the roof rack and driving a short distance. Fas-

teners should be checked regularly before loading roof rack. Fasten loads securely and evenly dis-

tribute loads across the rack. Lower the center of gravity of all loads as much as possible. Wind can 

affect driving sensitivity with roof racks.  

Serious injury can occur when working on vehicles alone. 

When possible, work with another person to reduce risk of injury from strain or other dangers that 

can occur when working alone. 

TOOLS REQUIRED 

Torque wrench  Ratchet  10mm socket  

13mm socket  4mm hex key  4mm hex bit socket  

10mm wrench    

   

The following tools will be required to complete the installation of this part: 
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ID # Description  QTY 

1 Front mounting bracket  2 

2 Narrow mounting bracket  8 

3 Rear mounting bracket  2 

4 Mounting  shim  4 

5 Narrow mounting shim  8 

6 Wind deflector  1 

1 

2 

3 

4 
5 

6 



Box Contents  

4 

For Technical Support / Warranty Information please call 800-776-0767 EXT 1317 
Smittybilt, 400 W Artesia, Compton, CA 90220 

JEEP JL/JT Defender platform            Rev 6/3/2022 
Part # Smittybilt S/BJ02 

ID #  Description  QTY 

B10 M6 Bolt plate  4 

B11 Large mounting bracket top foam pad   4 

B12 Mounting shim  4 

B13 Front mounting bracket  4 

B14 Front mounting bracket foam pad  4 

B15 Front mounting bracket  trim  2 

B16 Large mounting bracket clamp  4 

B17 Large mounting bracket clamp foam pad 8 
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ID #  Description  QTY 

D10 Rear mounting bracket  2 

D11 Rear mounting bracket trim  2 

D12 Large mounting clamp spacer  2 
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ID #  Description  QTY 

C20 Narrow mounting bracket top foam pad   8 

C21 Narrow mounting shim  8 

C22 Narrow mounting bracket  8 

C23 Narrow mounting bracket foam pad 8 

C24 Narrow mounting bracket trim  8 

C25 Narrow mounting bracket clamp  8 

C26 Narrow mounting bracket clamp foam pad 8 
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Installation Instructions 

 Step 1: 

Install foam pad to the following parts  

¶ Large shim  

¶ Small shim  

¶ Front mounting bracket 

¶ Rear mounting bracket  

¶ Large mounting bracket clamp  

¶ Small mounting bracket clamp  
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Installation Instructions 

 Step 2: 

Place your Defender Rack 2.0  (upside down) on a 
bench and install the front mounting bracket to 
one of the front corners of the rack. Secure with a 

M6 bolt plate, bolts facing up.  

Loosely secure using (1) M6 bolt plate, (2) M6 flat 
washers and (2) M6 nylock nuts.  

Repeat step on the remaining front corner. 

 

 

  

 Step 3: 

Install the rear mounting bracket to the rear corner 
of the rack. Secure with a M6 bolt plate, bolts 
facing up.  

Loosely secure using (1) M6 bolt plate, (2) M6 flat 
washers, and (2) M6 nylock nuts.  

Repeat step on the remaining rear corner. 

  

 Front 

bracket  

 Rear  

bracket  
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Installation Instructions 

 

Depending on the kit,  the number of middle mounting brackets will change. 

Jeep JL Regular: (4) brackets, Jeep JL Extended: (8) brackets, Jeep JT: (4) brackets 

 Step 4: 

Install the middle mounting bracket to the 
remaining brackets on the rack.  

Loosely secure the mounting bracket to rack 

mounting bracket using (1) M6 x 20mm bolt, (2) 
M6 washer, (1) M6 nylock nut. 

 

¶ Regular  kit (4) brackets  

¶ Extended kit (8) brackets  

 

A. Middle mounting bracket  

B. Platform connector  

  

 Step 5: 

Install wind deflector onto the front of the roof 
rack using the pre installed T bolts.  

Using the M6 flange nuts and washers tighten the 

wind deflector.  

Apply weather strip to the front of the deflector. 

  

a 

b 

Leave all mounting brackets hardware slightly loose for adjustment on the vehicle    
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Installation Instructions 

 

 Step 6: 

With the help of another person place the roof 
rack on the vehicle roof. 

Make sure all mounting brackets are inside roof 

rain gutter. 

  

 Step 7: 

Install the large mounting bracket clamp  to rear 
mounting bracket by inserting the clamp stud 
through the top slot of the mounting bracket. 

Secure using (1) M8 nylock nut and (1) M8 flat 
washer.  

Leave it loose for now  

 

 

  

 Step 8: 

Install the large mounting clamp spacer between 
mounting bracket and the large mounting bracket 
clamp. 

Secure the large mounting clamp to mounting 
bracket using (2) M8 x 35mm bolts, (2) M8 flat 
washer and (2) M8 lock washer.  

 
Repeat Step 7 and Step 8 for the remaining rear 
bracket. 
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 Step 9: 

Install the small mounting bracket clamp  to 
middle mounting bracket by inserting the clamp 
stud into the top slot of the mounting bracket. 

Secure using (1) M8 nylock nut and (1) M8 flat 

washer. 

 

Secure using (1) M8 x 25mm bolt, (1) M8 flat 

washer and (1) M8 lock washer. 

 

Leave loose. 

 

 

  

 Step 10:  

Install the large mounting bracket clamp  to front  
mounting bracket by inserting the clamp stud 
through the top slot of the mounting bracket. 

Secure using (1) M8 nylock nut and (1) M8 flat 
washer.  

Leave it loose for now  

 

 

  

Installation Instructions 
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Installation Instructions 

 Step 11: 

Install the wind deflector side mounting point 
between the large mounting bracket and the large 
mounting bracket clamp. 

Secure the large mounting clamp to mounting 
bracket using (2) M8 x 35mm bolts, (2) M8 flat 
washer and (2) M8 lock washer.  
 

 

  

 Step 12: 

Hand tight all the M8 bolts securing the mounting 
bracket clamps to the mounting brackets. 
 

B.    M8 bolts  

  

b 
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 Step 13: 

C.     Tight all the M8 nylock  nuts securing the 
mounting bracket clamps to the mounting 
brackets.  

 
D.      M8 nylock nut. 
 Tight all the M8 bolts from the previous step to 

spec. Refer to the torque chart at the end of the 
instructions. 

  

 Step 14: 

Install the nut plastic cover to all  M8 nylock nuts 

securing the bracket clamps to mounting brackets. 

E.       Plastic nut cap  

  

 Step 15: (optional) 

Install the light pod bracket using the T-bolts pre 
install on the inner front section.  
Place the bracket with the light mount facing up.  
 
 

 

  

Installation Instructions 

c 

D 

E 
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 Step 16: (optional) 

Install  LED light bracket to roof platform. 

Align the slots of the light bracket to the T-bolts 

pre-install on the inner front section of the roof 

platform. Leave it loose for now. 

Install light bar to brackets  using the hardware 

provided with the light. 

Align the LED light bar and tighten the light 

bracket hardware. 

 

  

Installation Instructions: Wiring Installation 

Note: Torque all hardware to spec refer to torque chart on page # 16 

Your installation is now complete  
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Installation Instructions: Power Board Switch 

  

JEEP JL Extended kit. 

  

  

JEEP JL Regular kit. 

  

  

JEEP JT Kit  

  


